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side panels top panel bottom panel back panel 50mm wood 28mm wood cabinetdoor  hinges 14mmwood gasstrut set of strut stickon door buffer
screws screws Screws brackets endcaps

equipmentrequired

Cordless drill

Drill bits:
No 2 screw tip, 4mm bit, No 12 countersinking bit

65mm wood screw 1 2

Wall fixing (only if fixing cabinet to wall)

cabinet assembly
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« Tape measure )

) Attach the top panel (b) Attach the two Onceallsides have
« Adjustable square and back panel (d) and side panels (a) to been attached, the \
« Spiritlevel bottom panel (¢) using the back, topand _shell of your cabinet

50mm wood screws (e). bottom panels iscomplete.

« Quick release clamps using 50mm
- Cabinet supports woodscrews (e).
« Pencil
- Safety gear:

Safety glasses, ear muffs, dust mask

important tips joining the cabinets and securing to the wall

Plumbing and electrical work must be carried
out by alicenced trades person. 1

Assemble on a soft surface to ensure the
cabinetry doesn't get scratched.

Using cabinet supports, align the cabinets and
hold together using quick release clamps.

Check again that all of your cabinets are
level. If you have a plasterboard wall,
attach cabinets using timber screws that

Wear appropriate safety gear during assembly.

« Tosecurely mount the cabinets on a stud wall, use Ensure the cabinets are level. !
) . ) are atleast 65mminlength. Ensure each
atleast 8-gauge screws that are 65mmin length. T“k)):' It Tay ?ﬁtk;]estt to a?gn the to? ofthe screw isinserted through a timber stud.
I I i caninets wi € 1Op Of your pantry.
Hoyvever, if your Wall ismade .Of concrete, brick, or p ofyour p . Y. . ityour walls are made of another
adifferent material, consult with an expert to Note: AUS/NZ standards requires aminimum material eg. brick, concrete, steel etc,

distance of 600mm between burners and the

determine the appropriate fastening method.
rangehood.

obtain professional advice on the best
way to safely attach

your cabinets.

Remove any protective wrapping before
getting started
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joining the cabinets e attaching the door
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Ensure the timber support railis This slimline cabinet can be usedin Pushontherelease Attach the hinge
leven and install 360mm from the conjuction with pantry end panels as tabtoremove the plate tothe
pantry top. an overhead refrigerator cabinet. hinge fromthe underside of the top
Tip: For ease of installation, ask a. Ensurethe cabinetisin hinge plate (h). of the cabinet,
another person to help hold the tmber support rai alignment with the top of the securing with 1£_1mm
cabinet. end panels. wood screws (i)
) ensuring they are
b. Setthe cabinet back fromthe screwed through
front of the end panels. 18mm the lugs.
for melamine doors and 20mm )
for thermoformed doors. Once the hinge has
. been adjusted,
¢. Clamp the panels and cabinet secure 2 more
together using quick release screwsinthe round
clamps. \ holesineach plate.
d. Pre-drillholes,and attach the
cabinet and end panels using \
wood screws.
Attach the two Attach the door Attachbothgas N Clipthe gas strut
hinges (h) tothe and cabinet by strut brackets (k) (j) onto to the two
door using 14mm clipping the using 14mm brackets.
wood screws (i). hinges (h) wood screws. Note: If the strut
Ensure that the together. needs adjusting,
screws are inserted > move the bracket
throughthe lugs. onthe door
Once the hinge has forward or back.
been adjusted, > Note: If youneed
secure2more toremove the gas
screwsin the round -~ h strut, use aflat
holesineachplate. head screw driver
tolift the metal
straps on the strut.

We offer a dedicated customer service line for advice or any questions you may have on Trendstyle products.

(08)93904638 customer.service@trendstyle.com.au




